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BIOS Einstellungen Touch Teonic PT5226-9650

Standart CMOS Features

SyncMaster 9101

Phoenix - AwardBIOS CHOS Setup Utility
Standard CHOS Features

Date (mm:dd:yy)
Tine Chh:imm:ss)

» IDE Primary Master
» IDE Primary Slave
» IDE Secondary Master
» IDE Secondary Slave

Sep 19 2011
19 G552

[ Nonel
[ Nonel
[Flash Card]
[ Nonel

Menu Level

Change the da
year and century

month,

Drive A

[Nonel
Drive B

[Nonel

Video

[EGA/VGA]
Halt On

[No Errors]

Ti+«:Nove
FS:

+/=-/PU/PD:Value
Fo:

Enter:Select
Previous Values

> Fl1:General Help
*?: Optimized Defaults

F10:Save it

Fail-Safe Defaults

Advanced BIOS Features

Phoenix - AwardBIOS CHMOS Setup Utility
Advanced BIOS Features

Virus Warning
CPU Internal Cache
External Cache

CPU LZ Cache ECC Checking
Quick Power On Self Test
First Boot Device

Second Boot Device

Third Boot Device

Boot Other Device

Swap Floppy Drive

Boot Up Floppy Seek

Boot Up NumLock Status
Gate AZO Option
Typenatic Rate Setting

[(Disabled]
[Enabled]
[Enabled]
[Enabled]
LEnabled]
[Floppyl
[(HDD-01
[L51201]
[Enabled]
[Disabled]
[Enabled]
(On]
(Fast]
[Disabled]

Henu Level L4

Allows you to choose
the VIRUS warning
feature for IDE Hard
Disk boot sector
protection. If this
function is enabled
and someone attempt to
write data into thi
BlOS
a warning

area will show

screen and @

Security Option [Setupl
05 Select For DRAN > 64MB [Non-0S2]
Report No FDD For WIN 95 ([Nol

Ti+«:Nove

Enter:Select +/-/PU/PD:Value
S

Previous Values F

F1:General Help
Optimized Defaults

F10:Save
: Fail-Safe Defaults

ESC
F7:

Exit
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Phoenix - AwardBIOS CHOS Setup Utility
Advanced BIOS Features

Boot Up Floppy Seek [Enabled] Item Help
Boot Up NumLock Status [Onl
Gate A20 Option [Fast]

Henu Level »
Typematic Rate Setting [Disabled]

Security Option [Setup]
0S Select For DRAM > 64MB [Non-0521
Report No FDD For WIN 95 [Nol
Video BIOS Shadow [Enabled]

CB000-CBFFF Shadow [Disabled]
CCOOO-CFFFF Shadow [Disabled]
DO0OO-DIFFF Shadow [(Disabled]
D4600-D?FFF Shadow [(Disabled]
DBOBO-DBFFF Shadow [(Disabled]
DCOOO-DFFFF Shadow [Disabled]
Power On Message [Disabled]
Full Screen LOGO Show (Enabled]

Small Logo(EPA) Show [(Disabled)

Ti+s«:Move Enter:Select +/-/PU/PD:Value F10:Save ESC:Exit

F1:General Help
FS: Previous Values F6: Fail-Safe Defaults

Optimized Defaults

Advanced Chipset Features

Phoenix - AwardBIOS CHMOS Setup Utility
Advanced Chipset Features

DRAN Timing By SPD [Disabled]
DRAN Clock [Host CLK1]
SDRAN Cycle Length [31 Menu Level
Bank Interleave [Disabled]
Hemory Hole [Disabled]
P2C/C2P Concurrency [Enabled]
System BIOS Cacheable [Disabled]
Video RAN Cacheable [Disabled]
Frame Buffer Size [16M]

AGP Aperture Size [64M1]
AGP-4X Mode [Enabled]
AGP Driving Control [Autol

Panel Type [BA]
OnChip USB [Disabled]
USB Keyboard Support [Enabled]
OnChip Sound [Autol

CPU to PCI Write Buffer [Enabled]

PCI Dynamic Bursting [(Enabled]

Ti+«:NHove Enter:Select +/-/PU/PD:Value
FS5: Previous Values Fe

F10:Save ESC:Exit F1:General Help

: Fail-Safe Defaults F7: Optimized Defaults
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DYNTIVIASIET J1UT

Phoenix - AwardBIOS CHOS Setup Utility
Advanced Chipset Features

Video RAN Cacheable [Disabled]
Frane Buffer Size [16M]

AGP Aperture Size [641]
AGP-4X Mode [Enabled]
AGP Driving Control [Autol

Menu Level

Panel Type [OA]
OnChip USB [Disabled]
USB Keyboard Support [Enabled]

OnChip Sound [Autol

CPU to PCI Write Buffer [Enabled]

PCI Dynamic Bursting [Enabled]

PCI Haster © WS Write [Enabled]

PCI Delay Transaction [(Disabled]

PCINZ Access #1 Retry [Enabled]

AGP Master 1 WS Write [Disabled]

AGP Master 1 WS Read [Disabled]

Select Display Device LCRT+LCD]

T Type LJP NTSCI
F10:Save ESC:Exit F1:General Help
Fail-Safe Defaults F?: Optimized Defaults

‘Hove Enter:Select +/-/PU/PD:Value
'S: Previous Values F6:

Integrated Peripherals

Phoenix - AwardBIOS CHOS Setup Utility
Integrated Peripherals

OnChip IDE Channel® [Enabled]
OnChip IDE Channell [Enabled]
IDE Prefetch Mode [Enabled] Menu Level
Primary Master PID [Autol
Primary Slave PIO [Autol
Secondary Master PIO [Autol
Secondary Slave PIO [Auto]
Primary Master UDHA [Auto]
Primary Slave UDNA [Autol
Secondary Master UDMA [Auto]
Secondary Slave UDMA [Autol
Init Display First [PCI Slotl
IDE HDD Block Mode [Enabled]
OUnboard FDD Controller [Enabled]
Onboard Serial Port 1 [3FB8/1RQ41]
Onboard Serial Port 2 [2F8/IRQ31]
UART 2 Mode [Standard]

Ti+«:Hove Enter:Select +/-
F5: Previous Values F6:

UsPD:Value F10:Save ESC:Exit
Fail-Safe Defaults F?

F1:General Help
: Optimized Defaults
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Phoenix - AwardBIOS CHMOS Setup Utility
Integrated Peripherals

Onboard FDD Controller  [Enabled] ‘
Onboard Serial Port 1 [3FB-1RQ41 i |
Onboard Serial Port 2 [2FB-/1IRQ3] Menu Level

UART 2 Hode [Standard]

Onboard Parallel Port [37871RQ7]
Onboard Parallel Hode [Normall

Onboard Serial Port 3 [3E8]
Serial Port 3 Use IRQ [IRQ101
Onboard Serial Port 4 [2EB]
Serial Port 4 Use IRQ [IRQ11]
Onboard Legacy Audio [(Disabled]

Ti+«:Move Enter:Select +/-/PU/PD:Value F10:Save ESC:Exit F1:General Help
FS: Previous Values F6: Fail-Safe Defaults F?7: Optimized Defaults

Power Management Setup

al B’

SyncMaster 9101

Phoenix - AwardBIOS CHOS Setup Utility
Power Management Setup

ACPI function [Disabled]

» Power Management [Press Enter]
PN Control by APH [Yes]
Video Off Option [Suspend -> OfF]
Video Off Method [U/H SYNC+Blank]
HODEM Use IRQ 31
Soft-0ff by PURBTN [Delay 4 Secl
State After Power Failure [Dff1]

» Wake Up Events [Press Enterl]

Henu Level »

Tis«:Nove Enter:Select +/-/PU/PD:Value F10:Save ESC:Exit F1:General Help
FS: Previous Values F6: Fail-Safe Defaults F?: Optimized Defaults
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Power Management
-

SyncMaster 9107

Phoenix -

Power Management
HDD Power Down
Doze Mode
Suspend Mode

Ti+«:Nove
FS:

Enter:Select
Previous Values

Wake Up Events

SyncMaster 9101

+/=-/PUsPD:Value
F6: Fail-Safe Defaults

NS Vaw

AwardBIOS CHOS Setup Utility
Power Management

[User Definel
[Disablel
[Disable]
[Disablel

F10:Save ESC:Exit Fl:General Help

F?: Optimized Defaults

a =m 4am 71

Phoenix - AwardBIOS CHOS Setup Utility

UGA

LPT & CON

HDD & FDD

PCI Master

PowerOn by PCI Card
Hodem Ring Resume
RIC Alarm Resume

Primary INTR
» IRQs Activity Monitoring

Ti+«:Nove
FS:

Enter:Select
Previous Values

BIOS Einstellung Touch Teonic PT5226-9650.doc

+/=-/PU/PD:Value
Fb:

Wake Up Events

[OFF]
[LPT/CON]
[ON]

[OFF]
[Disabled]
[Disabled]
[Disabled]

Menu Level

[ON]
[Press Enter]

—

xit Fl:General Help
Optimized Defaults

F10:Save ESC:E
Fail-Safe Defaults F?:
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IRQ’s Activity Monitoring

\4 = m 71

SyncMaster 9101

Phoenix - AwardBIOS CHOS Setup Utility
IRQs Activity Honitoring

IRQ3
IRQ4
IRGS
IRQ6
IRQ?
IRQ8
IRQ9
IRQ10
IRQ11
[RQ12

con 2)

con 1

(LPT 2)
(Floppy Disk)
(LPT 1)

(RIC Alarn)
(IRGZ Redir)
(Reserved)
(Reserved)
(PS/2 Mouse)
IRQ13 (Coprocessor)
IRQ14 (Hard Disk)
IRQ1S (Reserved)

[Enabled]
[Enabled]
[Enabled]
[Enabled]
[Enabled]
[Disabled]
[Disabled]
[Disabled]
[Disabled]
[Enabled]
[Enabled]
[Enabled]
[Disabled]

Henu Level )

Ti+«:Hove Enter:Select
FS: Previous Values

+/=/PU/PD:Value x it

F1:General Help
F6: Fail-Safe Defaults

Optimized Defaults

PnP/PCI Configurations

{mcMaster 9101

Phoenix - AwardBIOS CHOS Setup Utility
PnP/PCI Conf igurations

PNP OS Installed
Reset Configuration Data

Resources Controlled By

PCLAVUGA Palette Snoop

Assign IRQ For VUGA
Assign IRQ For USB

Tis«:Nove Enter:Select
FS: Previous Values

+/=/PU/PD:Value

[Nol
[Disabled]

[Auto(ESCD) ]

[Disabled]
[Enabled]
[Enabled]

F10:Save
6: Fail-Safe Defaults

! Optimized

Henu Level

Select Yes if you are
using a Plug and Play
capable operating
system Select No ir
you need the BIOS to
conf igure non-boot
devices

Exit F1
Defaults
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Frequency/Voltage Control

Ww N am /1

Phoenix - AwardBIOS CMOS Setup Utility
Frequency/Voltage Control

Spread Spectrum [(Disabled]

Menu Level

Tis«:Nove Enter:Select +/=/PU/FD:Value F10:Save ESC:Exit F1:General Help

FS5: Previous Values F6: Fall-Safe Defaults F?: Optimized Defaults
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